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SECTION 5

Previous Inspections

This section 1is reserved for any informatidn fegarding
Inspections Conducted before December 14, 1987. 40 CFR Part 763
Subsection 93(2), requires the following,

(i) The date of the inspection.

(ii) A blue print, diagram, or written description of each
school building that identifies clearly each location
approximate square or linear footage of any
homogeneous or sampling area where material was sampled
for ACM, and if possible, the exact locations where
bulk samples were collected, and the dates of
collection.

(iii) A copy of the analysis of any bulk samples, dates of
analysis, and a copy of any other laboratory reports
pertaining to the analyses.

(iv) A description.of any response actions or preventive
measures taken to reduce asbestos exposure, including
if possible, the names and addresses of all contractors
involved, start and completion dates of the work, and
results of any air samples analyzed during and upon
completion of the work.

(v) A description of assessments, required to be made under
subsection 763.88, of material that was identified
before December 14, 1987, as friable ACBM or friable
suspected ACBM assumed to be ACM, and the name and
signature, State of accreditation, and if applicable,
accreditation number of each accredited person making
assessments.
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September 26, 1988

Bruce Parker

Bison Engineering/Research

P.0. Box 1703

Helena, MT 59624

Dear Bruce:

Enclosed are copies of memos from previous asbestos, related
activities. The documents address ACBM in buildings that
are no longer ours (Lincoln, Memorial Gym), besides. the ones
that are still our property.

I hope this will complete section 5 of the management plan.

Sincerely,

2,7/

William M. Olson
Business Manager

ck

Enclosure
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July 16, 1986

TO: BOB PRATT

RE: ENCAPSULATION OF FRIABLE ASBESTOS IN LIBBY SCHOOLS

Encapsulation of asbestos has been completed according
to EPA standards, as of July 15, 1986 in the following
Libby Public Schools buildings:

Memorial Gymnasium - pipes in compreésor room and gym proper
Lincoln Building - pipes in rooms and boiler room, and boiler
Central School =~ pipes and boiler

Asa Wood School -~ .boiler.

)/ﬂ//

BOB GREEN, w
Maintenance Supervisor

BG:np
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March 5, 1986

TO: BOB PRATT, Superintendent; J

RE: PHONE CALL FROM TOM HARRIS, EPA/HELZENA

I received a phone call from Tom darris on March 6, 1586
in regard to the paint literature that I had sent him on sealing
friable asbestos in Libby Public School buildings.

Tom would not recommend this particular kind of paint. He
had sent the paiﬁ?‘ﬁo the EPA testing lab, and it did not check
out to EPA specifications. Harris will be sending me a list of
sealings as soon as he receives a copy from his office.

I will keep vou informed on this subject.

Thank you, Bob.

BOB GREEN,
Maintenance Supervisor

3G:np

ec: Bill Olson
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February 6, 1986

Environmental ProtectiimiAgency
Federal Building ~ Drawer 10096
301 S. Park

Helena, MT 59626

ATTN: Mr. Tom Harris

Re: Asbestos in Libby Public Schools
Dear Mr. Harris:

In regard to our recent phone conversation concerning the
asbestos in our schools, you suggested that we contact a boiler
company about covering the asbestos,

We contacted Northwest Boiler, in Spokane, Washington, and

they suggested that we paint the asbeatos with MEI 44-20 (spec. is
enclosed) in the followdhg areas discussed during our conversation:

Lincoln Bbiler Room
- Central School Boiler Room
Lincoln Gymnasium (Memorial Gym)..

We would like to hear from ydu at your earliest convenience,
if the above mentioned paint would be satisfactory to cover the
asbestos in our schools. ‘ -

Yours truly,

BOB GREEN,
Maintenance Supervisor

ENCL.
BG:np

ce: Mr., Robert Pratt
Mr. Bill Olson
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January 8, 1946

2

TO: BOB PRATIT =~ Superintendent

RE: EPA Asbestos in Schools Regulations

Dear Bob:

This is in response to the friable asbestos material samples
that were sent to Linda Hedstrom of the Missoula County Health
Department,

Samples were taken at the following locations: Lincoln boiler
room, Comm. Education Office, Lincoln Kitchen, Lincola Gymnasium and
Cincoln classrooms #11 and #13; the boiler room at Central School'
Asa Wood boiler room; Libby High School boiler room.

This is in response to your phone conversation with Tefry Lucas
of the EPA in DenVver, Colorado.

Samples have been made and sent off as of 1-8-86. -

BOB GREEN,
Maintenance

BG:np

cc: Bill Olson - Business Manager



3. On May 22, 1985, Mr. Tom Harris,van authorized EPA
inspector, conducted an inspection of the Respondent's schools
in Libby, Montana to determine compliance with the asbestos in
schools regulations, 40 C.F.R. Section 763.100 et segq.

4, The asbestos in schools regulations were promulgated
under the authority of Section 6 of TSCA, 15 U.S.C. Section

2605, and required compliance by June 25, 1983.

5. Mr. Harris inspeéted the following schools: Central,
Asa Wood Elementary, Libby Junior High School, Libby High

School, Plummer Elementary School, and McGrade Elementary School.

6. Mr. Richard Pratt, the superintendent of schools for
Respondent's district, informed Mr. Harris that there were no

asbestos records in the district

}<i323;7 During his inspection, Mr. Harris found friable

material in the following locations: the boiler room, community
— w13

education office, kitchen, gymnasium and several classrooms in
. — —— -

the Lincoln Building and the boiler room in Central School; the
boiler room in Asa Wood Elementary School; and the boiler room

—

in Libby High School.

8. As a result of his inspection, Mr. Harris~observed the

following violations:
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section 8 of TSCA (15 U.S.C. 2805). Thus,
{ailure to comply with any aspect of this -
rule constitutes a violation as defized by
section 15(1) of TSCA.

{d) Section 18(a) of TSCA {15 US.C.
zms]pmviduthltnnypmwho
violates any of section 15 shail
be llable to the United States for civil -
pmalmlfaviohdonulmowmaar

cziminal penalties may aiso be
u-uud.Und::ucﬂmi?otTSCA(ﬂ
. US.C. 2618}, the Agency may take
injunctive action to restrain persons
&mviohﬁna:mhpmmlsnedmdc
section 8 of TSCA. -

‘76117 Exemptions.
~ (a) Schocls that ware inspectad,

.783.107, and 782109, if, priorto the
effective dats of this ruls, local
" education agencies, or municipal or
.E:tnngendea.acﬂnaonthdr.bghnlf.

(ﬂwwaﬂmudthc
. school for friable materials,
(if} Sampled each type of friable. -

.- material found in the school, as
distinguished by diffarent appearance or - amiythuthulchool.mth:butoimy
texture.

{iii) Had the sample(s) uulyud using
Polarized Light Microscopy
suppiemented by X-ray Diffraction
where necassary, or by Electron
Microscopy. ~

This exemption for previous sampling
activity does not apply taschool ...
buildings where it was determined that
a friable matarial does not contain

SR Y . g

l\

‘statement, signed and dited by ths
person responsible for compliance with
the rale: “1 hereby certify that this
achool, to the best of m¢ knowiedge,
does not contain friable ubnto.-
- containing materials.”

(b) Schools which can docwmnt that
" 1o friable asbestos-containing building
matarials were used in construction,
modification, or rengvation. A school is
- exmmpt from §§ 783,105, 763.107, and
~ -763.109, the inspection, sampling, and
analysis requirements, and §§ 763,111,
~7863.114, and 763.115, the recordkesping
.~ and sotification requiremants, ifs
- (1) the school record contains

taining building

"To qualify for this exemption,
.documentation must clearly show thnt
.the friable materials used didnnt .
‘contain asbestos.

(2) the school record cnnta!ns t!m
~ following certifying statement, n!sncd
- and dated by the persaon responsible for
compliance with the rule: “1 hereby

knowledge, does not contain friable
asbestos-cantaining materials.” -
{c) Othar exsmptions. (1) Sections
.. 763,105, 763.107, and 783.109 shall sot .
lpply to & school in which the record
contains a signed statement

cartifying
. that any friable materiails in the schooal

. .shall be treated for purposes of this ruie
as asbestos-containing. In this case, the
record skall also include information on
thllocmonofthcumtandn. .

R TN

-

Officer, Management Support Division
{TS-793), Office of Pesticides and Taxic
Substances, Environmental Protection
Ageacy, Roam E~108, 401 M Street SW, °
‘Washington, D.C. 20480. - :

(1) USEPA.1979. “Asbestos-
Containing Materials in School
Buildings: A Guidance Doenmmt“ Part
‘1. (EPA no. C00090).. -

{2) [Raserved])
(b) (Reserved]

Appendix Ainterim Metbod of the

" Determination of Asbestos in Bulk Insziatios

- Samples

“Section 1, Polarizad Light Microscopy .

11 Principle and Applicability

-

for homogeneity and preliminary fiber
identification at low magnification. Positive
identification of suspect fibars is made by
un:;lmofmbamplu mththopdu!nd
t
Thae principies of optical minersiogy are
well established.* 8 A light microsocope

oqnippdwi&mpohﬁﬁuﬂlmhmdb

observe specific optical chersctaristics of a
sampls. The use of plane polarized light ’

23378  Federal Register / Vol 47. No. 103 / Thursday, May 27. 1882 / Rules and Regulations
e ———— e e s
$TSL11S Compilance. . - asbestos based on {ewer than three {2) No provision of this subpart
{a) Local education agencies shall sampies of the matertal, applies to any school ifs - -
comply with all parts of this regulation - - (2) If & school was found to contain {f) The local education agency has
byMly 27, 1883, Local education - friable asbestos-con materials, conductad abatement programs that
“~ agencies that have alteady conducted then {§ 783.111, 783.114 and 783.115, the  result in the elimination of all friable
TR Bmmptiane s emiramentasbell appy 1o e local  een oy aeriale from he schoal
) - requirements, appyto ¥ removal or snca tonof
[g'l‘Acﬁou undertaken bzfmnmdpnl od;u;néicn clos. the materials. .
or State officiais on behalf of local 3) If a school was found to contain 20 (1j) No part of the school building was
sducation agencies as a partof a friable asbestos-containing materials, 'nn.ry 1m -
- Dol e ko beioe e shoal ol amptom
program comp - . 3§ 7632111, 763.114, 763.118, .
with this regulation to the extent that recordkeeping and notification - §reite m "
such actions c;:f:‘.mtc th:i " requirements, provided the school eogl) Genaral. n‘i:?n""i::n ’:‘:"‘”‘
requirements regulation, - - retains a co ofllllabora reports tains detailed informa
{c) Section 15(1) of TSCA (15 US.C. . * andall 4 torr sampling and analysis of friable
2014) makes it unlawful for any persont laboratories cnmrmngthcmalymof materials and provides a background on
to fail or refise to comply with any rule *  gampies taken and maintains in the ~“which this part is based. Copies may be
ated or order issued under - school record ths fi abtained from the Document Control .

allows the determinstion of refractive indices *
. along specific crystallographic axss. ..

uwphohgynndmlarmdsoobm‘d.A
retardation plate is-placed {n-the polarized
light path for determination of the sign of

slongation using orthoscopic illumination. -
Orientatioa of the two 8iters such that their

vibrution planss are perpendicular (crossed
polars) allows obsarvation of the

bin!'ung-ne-nudoxﬂncaonmm L

of anisotropic puucln.



LIBBY PUBLIC SCHOOLS

111 EAST LINCOLN BLVD.
LIBBY, MONTANA 59923 406-293-6204

NOTICE

TO: ALL MAINTENANCE AND CUSTODIAL PERSONNEL AT CENTRAL
MAINTENANCE, LINCOLN, CENTRAL AND ASA WOOD SCHOOLS

RE: PRESENCE OF FRIABLE ASBESTOS IN SCHOOLS

In accordance with EPA regulations Lincoln, Central (Mém. Gym), and
Asa Wood schools have been inspected for friable asbestos, and
it has been established that friable asbestos=-containing
material is present in the above-mentioned buildings mainly
in the boiler rooms, on the pipes surrounding the boilers,
and on the boilers proper.

A record of the inspection, and of the location of friable
asbestos~containing materials, and a copy of relevant EPA
regulations are available at the Libby Public School Central
Maintenance Shop.

In order to comply with EPA regulations, you'll find
enclosed a copy of EPA Form 7730-2 which is a guide for
reducing asbestos exposure. We request that each one of you
carefully read this form for your protection. Also, each
custodian should post copy of this notice and  Form 7730-2 on
the bulletin board in the custodial area of your school.

OB GREEN, y
Maintenance Supervisor

BG:np

Encl.
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. Your shool buikding Ooning memrials which CONN 8 .. .

hammwmm»manam
_asbemtos. Frishie ssbestos-containing mamrists gumbie smily -
. ang relonse fibars into the aif. Sresthing these fibers may cause
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 — AGUIDE FOR REDUCING ASBESTOS EXPOSURE
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Mmummw.nim,mumﬁm_dh-
posabie heids snd 10 throw awey the mop head after use.

Otherwise fibers will be relesssd s the mop dries. Use sither
lightty dampened Mops of cioths or & vacuum with & High
Efficiency Purticuiate Absoluts filter to clesn sress whwre wet

" mopping cannct be used (mxh & carpating or hardwood

floors).

Clesn tabies and chairs in the ares with damp clothe. Do aot
dust theay withh brushes or with dry clotw, and de not Yecuum
them, . N

Aftar you use the mop heads snd cloths, put theve in a plastic
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8§ Cloan the floor beiow the work arse with & wet mop,

h. Put the mop head and the coth used to clean the ladders
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{d) Local education agencies shail
provide notice of the resuits of
inspections and analyses in sach school
in which friable asbestos materials are

" found to the appropriata pasent-teacher

association of that school. If there is no
parent-teacher association for the
school, the local education agency shall

- notify dizectly the parents of its pupils.

§7853.114 Recordiseping, -

(n]!.ocdndnaduagnduuhn .

compils and maintain in the

. adnnnutnﬁnomuofuchldohol

mdmmnum&odwlmdwhld
shall include:

(I]Th-mmnndaddmaofﬁu
school.

(2) A Ust of all school buildings
associated with the school, indicating .
whather each building has besn .
inspected for friable materialsin
compliance with § 763,108, and which
buildings contain friabla materials.

(3) Copies of the Notice to School
Emplayees, found in § 783.111(a).

(4] Poe each school building which
contains friable materials: :

{i) A blueprint, diagram, or written

‘descripdon of the building which

identifies clearty the location(s) and

approximnu area(s) in square faet of
each sampiing area of such mund(a).
the locatioas at which samiples were

describes cisarly whether each sampling
area of friable material contains
asbestos, inciuding an estimats of its
percent asbestos contant as determinad
by calculating the average of the percent
mm contsnts ofall samples takea
{t1} A copy of all laboratory reports
and ail correspondence with ]
laboratories concerning the analysis of
samples taksn fn accordance with

* $763.107, °

(5) If the school contains friabls
asbestos-containing matsrials, copies of
the “Guide for Reducing Asbestos ,

" Exposure” contained in § 763.111(b), and .

onncopyof"Asbutoo-Conumlng
Materials in School

° Guidance Document,” Pmlmdz A
(EPA Ne. C00090), which can be
obtained by calling 800-424~0065.

(6) A statament that the requirementa
of the ruls have been satisfied signed by
the person responsible for compliance
with the rule and including the dats and

the parson’s name and title,

2

(blxmhlocahducadna shall
retain in th. -dmmmuv- office of thc

" agemcy: - .
takan, and the identification number of -
. each sample, and which shows or

[I)Alhtofdlschoohnnduiu
authority, mdicarmg whether schooh
were inspectad in accordance with’™ "’

§ 763.108. mdwhnchnchoohmum -t

friable matstials. "

(2) A record of the h'hhlo mtu!lhin
schools whichk were sampled and
analyzed in accordance with §§ 763.107

and 783.108, indicating which mm'mh ,

_contaiz asbestos,
(3) Por sach school which mulm
&hhhubmommmngmumh.
* the total area of such materiais in
square feet, and the total number of
school smployees who regulariy work in
the school.
(c}FmEachlocalcdncaﬂonagncy
shail complete and retain in the
administrative office of the local .

---education agency ths following Iom- RR
Asbeswcs-

“Inspections for Friable
Containing Materials."

\J

[ .



LIBBY PUBLIC SCHOOLS

111 EAST LINCOLN BLVD.
LIBBY, MONTANA 59923 _ 406-293-6204

NOTICE

TO: ALL STUDENTS AND EMPLOYEES OF CENTRAL SCHOOL

RE: PRESENCE OF FRIABLE ASBESTOS IN CENTRAL SCHOOL

In accordance with EPA regulations Central School has
been inspected for friable asbestos, and it has been estab-
lished that friable asbestos-containing material {s present
in the boiler room on the pipes surrounding the boiler, and
on the pipe in the southwest corner of Memorial Gymnasium in
small amount.

A record of the inspection, and of the location of friable
asbestos-containing materials, and a copy of relevant EPA
regulations are available at the Libby Public Schools Central
Maintenance Shop.

The asbestos has been present in the bulldings for many
years, and the exposure to students or staff over the years is
probably minimal due to its location in the boiler room and its
covering. However, like in many schools throughout the United
States we must now encapsulate (seal with a special sealant)
and notify you of the presence of asbestos. We have been
working with the EPA for several months in complying with the
recommendations and are now completing the final steps.

No action is required by students or parents, only by the
school in notifying you,

e

BOB GREEN,
Maintenance Supervisor

BG:np



LIBBY PUBLIC SCHOOLS

111 EAST LINCOLN BLVD.
UBBY, MONTANA 59923 406-293-6204

NOTICE

May 5, 1986

TO: ALL STUDENTS AND EMPLOYEES OF ASA WOOD SCHOOL

RE: PRESENCE OF FRIABLE ASBESTOS IN ASA WOOD SCHOOL

In accordance with EPA regulations Asa Wood School has
been inspected for friable asbestos, and it has been established
that friable asbestos-containing material is present in the boiler
room on the pipes on and around the boiler and on the boiler itself.

A record of the inspection, and of the location of friable
asbestos-containing materials, and a copy of relevant EPA regulations
are available at the Libby Public Schools Central Maintenance Shop.

The asbestos has been present in the buildings for many years,
and the exposure to students or staff over the years is probably
minimal due to its location in the boiler rooms and its covéring.
However, like in many schools throughout the United States we must
now encapsulate (seal with a special sealant) and notify you of the
presence of asbestos. We have been working with the EPA for several
months in complying with the recommendations and are now completing
the final steps.

. No action is required by students or parents, only by the
- school in notifying you.

4 rt’%

BOB GREEN,
Maintenance Supervisor

BG:np



April 17, 1986

Teresa X. Lukas,
Asgistant Region Council

.Us. 5. EPA Region VIIX

‘999 18th Street -
One Denver Place

_Suite 1300

Denver, CO0 80202-2413
Laar Tarry,

I am encloaing a laetter from Tom Harris to my Maintenance
Suparvisor regarding the use of z product for appropruta con—
tainment of tha asbestos in quaestion. :

¥r. Green is currently contacting a firm, will order the

-material in, and we will install it upon its arrival..

1 am assuming that I should hold off ou the consent agree-
ment until, in fact, we have completed the project. If I am in
error, plesse notify me and I will sign off the consent agtu-
sent and nnd it to you. A

Thank you,

8inceraly,
Robert J. Pratt,
Superintsndent of Schools

3h
Enclosure

[P



Unmitea Statas Ragian 3. Mentana Cffice
Environmentat Pratec:ion Fegerai 3unding
Agency 301 3. Parx. Qrawer 10096 °

etana, ‘dontana 39626-0096
v EPA

REF: 8M0

Mr. Bob Green
Maintenance Supervisor
Libby Public Schools
111 East Lincoln Blvd.
Libby, Montana 59923

Dear Mr. Green:

This is in response to your letter of April 4, 1986 concerning the use of
;oster Bridging Encapsulant 32-32, manufactured by Fuller Company of Houston,
axas.

This product has been tested for EPA by Battelle Corp., Columbus, Ohio,
and found to be marginally accepntable for use as an encapsulant; the product
was tested under the Fuller number 1583. Product No. 1583 and Product
No. 32-32 are one and the same. :

It is my un&erstanding that. you will be using the product to treat pipe
lagging which is in sound condition. For this application, the product is
acceptable.

Sincerely,

Thomas 0. Harris
Environmental Scientist



//'

April 4, 1986

Mr. Tom Barris

Environmental Protection Agency
Federal Building - Drawer 10096
301 S. Park

Helena, MT 59626

Re: Encapsuiapts'for agbestos~-containing materials

Dear Mr. Harris,

This is in reference to our phone conversation of March 6
and your letter dated March 12, 1986 pertaining to the above
subject.

I have received your list of EPA-approved encapsulants
on March 17, 1986, and have contacted the H. B. Fuller Co. of
Springhouse, PA., In the meantime I have received literature on
product No. 1583 (43-A) for bridging encapsulant from the above
company; copy 1s enclosed for your information.

I would appreciate it vergymuch, if you conld gend me a
letter of approval on the above encapsulant as soon as possible,.
so that we can order the product and get started on bridging the
asbesatos in our schools.

Thank you for your cooperation in this matter.

Sincerely, -
BOB GREEN,
Maintenance Supervisor
BG:np
Encl.

cc: Bob Pratt, Supertntendent W/encl.
3111 Olson, Business Manager w/encl.



PRODUCT DATA

32-32

COATINGS « SEALANTS « ADHESIVES

COLOR ?ROPERTIES
White

APPLICATION CONSISTENCY

Airless Spray
WEIGHT PER U.S.CALLON(ASTM D1475-60)

11.4 pounds (1.37 kg/liter)

AVERAGE NON-VOLATILE(ASTM D1644~75)

63X by weight

49Z by volume

SERVICE TEMPERATURE LIMIT(FSTM 70) .

0 F to L70°F

COVERAGE RANGE(FSTM 71) ‘
Subject to the nature of material belng

coated. .

Wet coverages shown are for smooth non-
porous surfaces. Porous or rough textured
insulation will require higher gallonage
to obtain required dry thickness.

.Dry Thickness: 0.025 inch (.071 mm)

Equivalent Wet Coverage: 0.051 inch(l. AOmm)

3.2 gallons per 100 sq. ft (1. 41 Ixters/m )

ODOR
"Mild when wet
None when dry T

SAFETY

WET FLAMMABILITY (ASTM D3243- 73)
No flash to boiling,205F (96.1C)
SURFACE FLAME SPREAD (ASTM E-84-76a)
Flame Spread........ 10
Fuel Contributed.... 0
Smoke Developed..... 3 A
Applied to l/4-inch Asbestos Cement
Board. Flame spread may vary at
different product thicknessas and/or
when applied over surfaces other than

asbestos cement board.

SURFACE FLAME SPREAD (ASTM E-162)

21 on l-inch (2.54cm) sprayed mineral
wool insulation. The flame spread

may vary at different product thicknesses
and/or when applied over surfaces other .
than sprayed mineral woal fiber.

Foster Products Division

™ 6107 Industnal Way
Houston, Texas 77011

)

1]

FOSTER BRIDGING ENCAPSULANT

ASBESTOS-FREE

Foster thdg:ng Encapsulau: is a pigmented,
single component, water base elastomeric
product, for use over fibrous and
cementitious types of asbestos insulatioa.

Foster Bridging Encapsulant has been
extensively tested by an independent testin;
laboratory for the U.S.Environmental
Protection Agency and has been included

on the list of recommended products

(Lab Test #33775-43-A) found acceptable for -
asbestos containment.

Foster Bridging Eacapsulant is easily spray
applied and after curing forms a tough,
durable, elastomeric film over the asbestos
insulation effectively locking in or
encapsulating the friable asbestos fibers.

Foster Briaging Encapsulant can be applied t
previously painted insulation surfaces.
It can also be 'used over the hard non-

_absorptive types of asbestos insulation that
" would not absorb or "accept” a penetrating

type encapsulant.

'~Foster_BridgihémgncaPSulanc can also be usac
"with zlass cloth as a lagging adhesive and

coating to seal asbestos-containing pipe
covering and boiler lagging insulations.

Foster Brxdgxng Encapsulant meets
building interior occupancy require-
ments of most building codes used

in the U.S.A.

2/82-2
Ravised

FOR INDUSTRIAL USE ONLY

H.8. Fuller Company !Mmmgm < herein s com m::'bumvwmwmmu.n:m
commend that adecuale tests be made by the to it a product is suitable for the d pur-

pose and usa. Our only abligation shall de 10 replace of pay for any material proved defective by our laboratory
within our published sheif fite penod. Beyond the burchase Drice ot Malariala suop!ied by us, we assume no liadi.
lity for damages of any xind and the user accents the product “as is” and without any other warrantles expressed
or implied, The suitability of these products 1o an intended use shail de solely up o the user.



FOSTER BRIDGING ENCAPSULANT

32-32

Foster Bridging Encapsulant was developed for two coat application
by airless spray technique. Coverage rate will be dependent on
surface texture of the insulation. GCenerally coverage per coat
varies from 1.5 to 2.0 galloms per 100 sq. ft.

MATERIAL PREPARATION

Stir well but do not use sticks or boards which would spliater or
otherwise contaminite product. Do not thin.

SPRAY EQUIPMENT

Any of the following GRACO pumps (or thexr equlvalent) can be used
to spray Foster Bridging Encapsulant.
Pumps: EH-333
EH-433
GH~-433
... GH=533

“Hose: 3/8 inch i.d. minimm

"Gun GRACO Silver or Golden Hyd:amastlc guns with a
Reverse—A~Clean tip assembly. x

Tip Size: .019 to .029. PFan size (first digit) is usually a -
4 to 6 depending on applicator's preference.-

CLEAN-UP
Water - (wet)

Dry - (Methylene Chloride)



LIBBY PUBLIC SCHOOLS

111 EAST LINCOLN BLVD.
LIBBY, MONTANA 59923 _ 406-293-6204

March 3, 1986 ~

Asa Wood School,
700 Idaho Ave.
Libby, MT 59923

Friable asbestos has been found in the boiler room and on
the pipes on and around the boiler, and also on the boiler itself.

The approximate sq.ft. is 238 .

BOB GREEN,
Maintenance Supervisor



LIBBY PUBLIC SCHOOLS

111 EAST LINCOLN BLVD.

LIBBY, MONTANA 59923 406-293-6204

March 3, 1986

Memorial Gym (Lincoln School)
111 E. Lincoln Blvd.
Libby, MT 59923

Friable asbestos has been found on the pipe in the south-
west corner of the gym.

It is approximately 45 sq.ft. in size. The gym itself
is approximately 8,358 sq.ft. in size.

BOB GREEN,
Maintenance Supervisor



LIBBY PUBLIC SCHOOLS

111 EAST LINCOLN BLVD.

LIBBY, MONTANA 59923 406-293-6204

March 3, 1986 , .

Lincoln School
111 E. Lincoln Blvd.
Libby, MT 59923

Asbestos has been found in this building. Friable asbestos
has been found on steam pipe covering in most every room. Each
room is approximately 657 sq.ft. In area. Friable asbestos
is approximately -19.72 sq.ft. in each room.

Friable asbestos has been noted in the boiler room on the
boiler and pipes. Sq.Ft. of friable asbestos is approximately

605 sq.ft. in area.

BOB GREEN,
Maintenance Supervisor



LIBBY PUBLIC SCHOOLS

111 EAST LINCOLN BLVD.
LIBBY, MONTANA 59923

406-293-6204

March 3, 1985

CENTRAL SCHOOL
111 E. Lincoln Blvd.
Libby, MT 59923

Central school has friable asbestos in the basement in the
boiler room on the pipes surrounding the boiler itself.

There is approximately 229 sq.ft. of asbestos.

L

BOB GREEN,
Maintenance Supervisor




P ~ February 6, 1986

Environmental ProtectiidmmAgency
Federal Building - Drawnr 10096
301 8. Park

Helena, MT 59626

ATIN: Mr, Tom Harris

Re: Aabcsgos'in Libby Public Schools
Dear Mr. Harris:

~ In regard to our recent phons conversation concerning the
asbestos in our schools, you suggested that we contact a boiler
company about covering the asbestos.

We contacted Northwest Boiler, in Spokane, thhington; and
they suggested that we paint the asbestos with MEI 44-20 (spec. is
enclosed) in the followfhg areas discussed during our conversations

'Lincoln Boiler Room
Central School Boller Room
Lincoln Gymnasium (Memorial Gym).

We would like to hear from yoh at your earliest convenience,
if the above mentioned paint would be satisfactory to cover thc
asbestos in our schools.

Yours truly,
BOB GREEN, .
Maintenance Supervisor
ENCL.
BG:np

cc: Mr, Robert Pratt
Mr, Bill Olson




N

MISSOULA CITY-COUNTY HEALTH DEPARTMENT

Py

January 22, 1986

Bob Green, Maintenance Supervisor
Libby Public Schools

111 E. Lincoln Blvd.

Libby, MT 59923

Dear Mr. Green:

Of the nine samples you sent the Department's lab for asbestos analysis,
eight contained one or more kinds of asbestos fibers. The sample location, kind
of asbestos and estimated asbestos content are as follows:

Sample No.  Location Kind of Asbestos Estimated Amount
1 Lincoln Kitchen Chrysotile approx 507%
2 Lincoln Comm Ed Office Chrysotile approx 50%*
3 ASA Wood Boiler Room Chrysotile e approx 507*
4 Lincoln Classroom 11 Chrysotile approx 50Z*
S Lincoln Classroom 13 . ~ Chrysotile ©  approx 50%Z*.
6 Lincoln Boiler Room | Chrysotile and
Amosite . approx 407%total**

7 Central School Boiler Room "~ Chrysotile ‘and

. Amosite approx 40Ztotal**
8 Lincoln Gym same as 6 & 7 . same as 6 & 7 **
9 Libby High School Boiler Room none + none

*The chrysotile fibers are bound in a tightly woven matrix which makes them relatively
non-£friable and easy to seal or otherwise contain.

*#*This combination of chrysotile and amosite, in a very loosely bound matrix, makes
this material exceeding friable and much more difficult to contain or remove safely.

I strongly suggest that you contact Mr. Tom Harris at the State EPA office in
Helena (449-5486) for his advice on how best to handle the asbestos in your schools,

especially Nos. 6 and 7, and 3.
1f you have questions regarding this report, please give me a call at 721-5700 x 366.

The charge for the asbestos analysis is $22.00 per positive sample for a total
of $176.00, payable to the Missoula County Health Department. -

Sincerely,

Hoctstrom—

Linda Hedstrom
Microscopist

LH:3j



March 10, 1986

- TO: BOB PRATT, Superintendent

RE: ASBESTOS IN SCHOOLS

Dear Bob,

Inspection of the Libby Public Schools for asbestos was per-
formed on May 22, 1985 by Mr. Tom Harris of the state EPA office.
At that time Mr. Harris found asbestos to be in the Central building,
Lincoln building, Memarial Gym, Asa Wood Schoal boiler room, and the
High School boiler room.

On January 8, 1986 I sent:samples to Linda Hedstrom of the
Missoula County Health Department on recommendatitn by Terry Lucas
of the EPA office in Denver, Colorado.

On January 27, 1986 I received a letter from Linda Hedstrom
(Microscopist), suggesting that I contact Mr. Harris of the state
EPA office in Helena for his advice on how best to deal with the
asbestos in our schools.

On Januzary 28, 1986 I phoned Mr. Harris to inquire how to
seal the asbestos in our schools. Mr. Harris suggested that I
contact aiboller company to see if they would have a sealant for the
asbestos. I contacted Northwest Boiler in Spokane, Washington, and
they in turn sent me literature on paint suitable for sealing asbestos.
I then forwarded the paint spec. sheet to Tom Harris in Helema for
approval - this was done on February 6, 1986.

I did not hear any further from Tom Harris until March 6, 1986
by phone. He said that he did not approve of the paint from Northwest
Boiler, and would send me a list of approvec EPA:seilamps. At this point
in time I am awaiting the list of sealants, so that we can seal the
asbestos in our schools.

On February 7, 1986 1 filled out EPA forms 7730-2 and 7730-3,
along with a written no¥ice of the location and the amount of asbestos
in the respective schools. The EPA forms and written norices are in
the Admin. Offices, Teachers' Lounges, and in the Custodial Rooms.

All copies of EPA forms, lab. reports, and written notices are in my
office on file,

. BCB GREEN,
BG:np Maintenance Supervisor



January 8, 1986

s
H

Linda Hedstrom '
Missoula County Health Department
301 Weat Alder

Missoula, MT 59801

Dear Linda,

: Enclogsaed you will find samples in 35 mm f1lm containers taken in
the locations indicated on the labels, as requested by the EPA,

This is in response to our telephone couversation on Janusary 3, 1986
for testing of friable asbestos material.

Thank you for your attention to the above matter. .

Yours truly,
—‘/::u'l '_,:;;,/ " i /r” &
S ) ‘7’(;5/"**;
BOB.GREEN,
Maintenance Supervisor
BG:np -

“'Encl.
‘cct Bob Pratt - Superintendent

B11l Olson -~ Business Manager

4



